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Protile®

Reinforced cementitious fibre faced high compressive strength extruded polystyrene underfloor heating board

Technical specifications Order quantity
Thickness' available - T 20mm" Boards per pack  N/A
Board sizes 600 x 1200mm & 600 x 600mm* Min order gty 1 board
Route size (to suit UFH pipe diameter) - D 10, 12, 14, 15, 16mm
Pipe centre option 150, 200, 300mm géfg:z:;zp:;;"e
Route patterns Radius, Bulb, Highway & 90 Degree* l _|L|_
Strength at 10% compression (EN 826) 300kPa O
Thermal conductivity (EN 12667) 0.033W/mK !
Associated adhesive to bond board to floor EPIC HB24

Associated polyethylene edge strip EPIC Pro Edge

(1) Other thickness’ manufactured to order, subject to minimum quantity.

Associated accessories

EPIC Pro Edge 75/AB EPIC HB24
Self-adhesive perimeter High bond floor adhesive
edge roll
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Protile® Channel Patterns

« Bulb

150c also available
in Radius pattern
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- |« Radius

200c also available
in Bulb pattern

« Bulb
300c also available
A | in Radius pattern
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Protile® Channel Patterns

« Highway
Flow and return panel,

used in association with
Radius & Bulb boards
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« 90 Degree

Flow and return panel, used in association
with Radius, Bulb and Highway boards
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